-  Jool Set of the Year! 


Ric FIEXSET.,,, 


AN ASSORTMENT OF HIGHEST QUALITY 
TAPS AND DIES THAT COVER THE "AUTOFRONT"! 
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Two Die Stocks 


Seventeen 1" Hex — 3s" Hex 
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Three Tap Wrenches 
6 Machine Screw Sizes CGE 
11 Fractional 4 to 1/2 : 
NF and NC, '/s" Pipe Streng, tough 
Ss plastic case 
The "777" Rimac's latest show-stealer in the Tap & Die line, is a combination of the famous 
Hexsets No. 77 and No. 73 ... has all the popular numbers of both sets, plus additional 
items and features that are unique to the Rimac line and new to the field. Here is a Set ? 
(im that is Rimac's answer to the mechanic's prayer for a tap-and-die set especially designed 
SS for work in the garage. See reverse side for details. 
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Herod. inhy. the. “777” 


in the tool sot of 1958... 


EASIER 


Big T-Handle Tap Wrench — special 34"' square opening takes wrench 
extension for hard-to-reach areas. 


Die Stock Guides — A big help when starting new threads. Hex stock holds 
hex die in a snug fit like no round die can. 


FINER 


Better proportioned small dies — Many small diameter dies are made 


with larger outside diameter than they should have. 


Rimac screw machine 


sizes measure only 54"' across the flats, are more finely made. 
Small T-Handle Hex Die Stock — A smaller stock for smaller dies for 


finer work! 


BETTER-LOOKING 


New, colorful, durable chest — Precision-molded of polyethylene plas- 
tic. Stronger and lighter than wood. 


Rimac has made the hex de- 


sign basic to its tap-and-die 


line for. two mechanically 
sound reasons: = 


@ In dies, the professional 
mechanic needs a tool that 
will cut new threads and re- 
thread old ones in cramped 
quarters with little room to 
turn. A reind die requires a 
die stocx, which is too awk- 
ward for much automotive 
service work. Hex dies can 
be gripped easily with an 
end wrench or socket ‘coh 


in close quarters. [A "12 


point’ die is not so good 
with an end wrench). 


CONTENTS 


17 TAPS — 17 DIES 
USS (NC) !4x20, 5/16xI8, 3%xI6, 
7/1€x14, 'px20 
SAE (NF) '/4x28, 5/16x24, 34x24, 
7/16x20, '/>x20 
/g Pipe Thread. 


Six Screw Machine Sizes 4x36, 6x32, 


8x32, 10x32, 10x24, 12x24 
TWO DIE STOCKS 


#75 Length 9” 1” Hex Across Flats. 


Adjustable guides. 


#74 Length 6” 54” Hex Across Flats. 


THREE TAP WRENCHES 


#72 Length 9” Overall, Full Range 


4x36 to !/2”. 


#50 T Handle, 3” to '/2”. Hex Chuck 


Nut. 34” squared opening for exten- 


sion wrench or ratchet. 


#31 Small T Handle for screw machine 


sizes. 


Thread Gauge, Screw Driver 


Polyethelene Plastic Box 


@ When die is used at the 
bench in a die stock you 
need a tool that will hold the 
die in a slip-proof grip. A 
round stock can only be used 
with round dies and grips 
them only by a screw and 
the point opposite. The hex 
die stock makes contact on 
all six flats’. . . can't possibly 
slip. And if you're stuck with 
some round dies, the hex die 
stock will hold them, too — 
as securely as any round die 
stock. 


Weight 5 Lbs. 
‘Price Complete No. 777 
$33.85 


\16 HUDSON STREET, NEW YORK, 














